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 Center Pivots  – Reliable, durable, and field tested  
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8000 series – The best pivot in the industry

From pivot point to last span, a  Valley ®  structure is 

operating stresses your machine may experience. Valley 
structures stand up to the toughest loads produced by 
rough terrain, deep furrows, and long-span machines. 
No wonder Valley pivots command the highest resale 
value in the industry.

Exclusive options on the 8000 series include:

recision Corner

See application guide inside the back cover for more 
details.

8000 series Specifications
 6 5/8”, 8”, 8 5/8”, or 10” pivot point

 6”, 6 5/8”, 8 5/8”, and  
10” pipe diameters

 

  
with up to 24 spans covering 2800 ft.
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7000 series – Cost-e!ective irrigation solution

Engineered and developed as a cost-e!ective irrigation solution for 
growers looking for choices, the Valley ®  7000 series is second only 
to the industry leading Valley 8000 series for reliability, durability, 
and overall performance.

Classic Control Panel

The 7000 and 5000 series exclusive control 
panel provides manual operation of all pivot 
functions including auto-reverse and auto-stop 
at the lowest initial investment. Other Valley 
control panel choices are available as upgrades. 
Tracker2, a remote monitoring product, can be 
used with it.

7000 series Specifications  
y  

y  
p  

 Machine lengths up to 1500 ft  

VS-7000 Drive Train  
The VS-7000 gearbox is a high quality, durable 
gearbox o!ered at a lower price point. Many 
of the features that make Valley gearboxes the 
industries leader were included in the VS-7000 
such as the ductile worm for longer gear life and 
the extended output shaft for improved seal life. 

The VS-7000 center drive is similar to the original 
Valley center drive except for the painted steel 
housing.
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5000 series – Perfect for production ag fields up to 60 acres

®  product 
line that o!ers Valley customers more choices. The 5000 
series has been developed to provide a cost e!ective 

agriculture and comes with the reliability and aftermarket 
support that only Valley Dealers can provide. 

5000 series specifications:

Towable options

Small !eld  3-point hitch pivot point 4-Wheel E-Z Tow 5000 series option

Quick Tow Pivot Point
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Valley®  Benders  – Irrigate additional acres

Benefits include: 
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acres wherever electric power is not readily available. All 

energy, labor, and water savings. 

Benefits include: 

 Towable pivot points can add versatility to easily irrigate 

 The high-speed drive decreases minimum rotation time 
by up to 50% over normal pivot operation

 Drive belt positioning allows forward and  
reverse operation

 

Single Span Engine Drive – No electricity needed

The 5.5 HP Honda ®  engine drive provides a cost e!ective 
mechanized irrigation option. 

Model 8000 span length in feet.  
 Pipe diameter 6 5/8” 

115.1

135.2

140.0

160.0

180.0

184.8

186.7

204.9

225.0

Engine drive can be used with all  
Valley and competitive spans

Overhang lengths (ft)

9.0

18.1

27.4

36.2

54.8

63.3

82.3

Additional options

 20 gallon fuel tank – provides up to 100 hours of 
operation without refueling.

 Tachometer/Hour Meter – provides engine speed 
monitoring for accurate water application. Records 
operating hours for management decisions. 

  Pivot Points – 6 5/8”, 8”, 8 5/8”, 2 Wheel E-Z Tow, 4 
Wheel E-Z Tow.
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Fixed Pivot Points
     tnioP toviP ”8/5 6

8 5/8” Pivot Point

10” Pivot Point

Size Options

6 5/8” Pivot Point

8 5/8” Pivot Point
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8” Pivot Point

g

10” Pivot Point
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Towable Pivots
Field Applications

4-Wheel E-Z Tow 8 5/8” Pivot Point (219, 1 mm) Skid Pivot

4-Wheel E-Z Tow 6 5/8” Pivot Point (168, 3 mm) 2-Wheel E-Z Tow

4 field towable

with minimal watering needs

Valley vs. Traveller

2 moves on full circle  
Traveller requires 8 moves

your installed cost per acre.

 Each machine can be towed from 
 

an hour

 Choose from an on-board engine 
generator or public power supply

 All Valley towable pivots can use 
any of our control panel options, 
including the Pro2 or Select2

 Set a stop-in slot so the pivot will 
stop at a predetermined location

4-Wheel E-Z Tow 8 5/8” (219,1 mm)

  
with pivot length to 1500’

 Fixed wheel, or swivel option, 
easily rotates to tow in any 
direction

 Tongue hitch for quick, secure 
hook-up with no cables

 Position on concrete pad to use 
optional earth anchors

4-Wheel E-Z Tow 6 5/8” (168,3 mm)

 
pivot length to 1000’

2-Wheel E-Z Tow

  
directional towing situations

  
pivot length to 1500’

  Tongue hitch design

Skid Pivot

 Low-cost option best for infrequent towing

 Handles even the longest towable units

 Not available with 6 5/8” pivot point

Ask Bevattningsteknik to show you how a 
Valley towable can irrigate your crops easily 
and economically versus other methods.

Wiper field

For use when a complete circle is 
not practical

�

�
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Available Options

Standard Profile Drive Units

 Low-Profile Drive Units

r r requir

High-Profile and Ultra-High Profile Drive Units  

Pr r r

(A) End of Field Stop and/or  
End of Field Auto Reverse

r
r r r

r

(B) Modified Alignment

Pr

(C) Remote Panel Mount

r

(D) Pipe Options

® .

Structure Options for Di!erent Crop Heights

(A)

(B)

(C)

(D)

V r r
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Auxiliary Control

har re can r

End Gun Test Switch

r

End Gun Control
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Position Control Choices

r
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High-Voltage Surge Protection

Pr r r r r
r

Running Light
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Center Pivot Application Guide
5000 series 7000 series 8000 series

Pivot Point 6 5/8”, Small Field 6 5/8” and 8” 6 5/8”, 8”, 8 5/8”, 10”

Towable Pivot Point 3 Point Hitch,  
2-Wheel E-Z Tow, 4-Wheel E-Z Tow Not Available 2-Wheel E-Z Tow,  

4-Wheel E-Z Tow, Skid Tow

Maximum Towing Length 660’ N/A 2800’

Pipe Diameters 5” 6”,  6 5/8” 6”, 6 5/8”, 8 5/8”, 10”

Span Lengths 112.5’, 135’, 157.5’, 180’ 202.5’ 115’, 135’, 140’,  
160’, 180’, 185’, 187’, 205’

115’, 135’, 140’, 160’,  
180’, 185’, 187’, 205’, 225’

Overhang Lengths 19.2’, 28.5’, 37.7’, 55.9’ 9’, 18’, 27’, 36’, 54’, 64’, 82’, 100’ Same as 7000 series

Booster Pump Option 1 HP for single phase, 2 HP 2 HP and 5 HP 2 HP, 5 HP, and 7.5 HP

Available Tire Sizes 11.2 x 24”, 11R x 22.5”, 11R x 24.5”, 
14.9 x 24”   

Same as 5000 series  
plus 16.9 X 24”, 11.2 x 38”,  

18.4 x 26”
Same as 7000 series

157.5’ Span Weight (lbs) - Wet 4400 5900 (6 5/8” - 160’) 6200 (6 5/8” - 160’)

180’ Span Weight (lbs) - Wet 4900 6400 (6 5/8” - 180’) 6800 (6 5/8” - 180’)

202.5’ Span Weight (lbs) - Wet 5400 Not Available 7500 (6 5/8” - 205’)

Truss Rods 5/8” 11/16” 3/4”, 13/16”, 7/8” 

Truss Angle 2 X 2 X 1/8” 2 X 2 X 1/8” 2 X 2 X 3/16”

Drive Leg 3 X 3 X 3/16” 3 X 3 X 3/16” 3 X 3 X 1/4”

Span Connection Internal Connection Ball & Socket Ball & Socket

Corner Span Available Not Available Yes Yes

Engine Generator Yes, 480v Yes - 480v Yes, 480v

Floatation Options Not Available 3-Wheel Drive

3-Wheel Drive, Articulating  
4-Wheel Drive, Track Drive,   

Articulating Track Drive,  
agri-TRAC, RAAFT Track

Pro!le Low & Standard Low & Standard Low, Standard, High,  
& Ultra High

Maximum Machine Length 820’ 1500’ 2800’

Drive Train VS -7000 VS -7000 & Valley Valley & Valley HD

Single Phase Yes / 220 Not Available Not Available

Bender30/160 no yes yes
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The Valley promise to our growers:  
To give you the industry’s best – the most reliable 
mechanized components; durable structures; 
precise water application; advanced controls and 
responsive dealer service. 

Rely on Bevattningsteknik  
Responsive service with factory-trained technicians is how Valley minimizes 
equipment downtime. Also Bevattningsteknik are equipped with product training as well as 
knowledge of irrigation and local agricultural practices. And, Valley o

comprehensive warranty in the industry.

Span Cable Repair Kit
If vandalism to your span cable occurs, Bevattningsteknik can          
provide a Span Cable Repair Kit so you can repair the cable 
where the cut has occurred instead of replacing the entire 
span cable. Kits are available for all Valley span pipe diameters.

Kit Includes: Junction tower box,  Strain relief connector,  Two 
bolt half clamps and hardware.
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