
BATTERY CONTROLLER

Electronic controller for 4, 6, 8 or 10 
stations with independent zone settings 
for starting times, duration, frequency and 
fertilizing functions. The controller works 
on a percentage (from 10% to 90%) of the 
irrigation time for each zone.

ELITE AC/DC 
9 VDC/24 VAC INDOOR & OUTDOOR

PROGRAMMING 

•	4 independent programs per station
•	1 starting time per program
•	 Running times: 1 - 240 minutes per station
•	 Next starting time indication
•	Watering schedule:

- By 7-day calendar with individual day selection
- By cycle with watering intervals of 1 to 15 days

•	 Fertilizer output activation: from 10% to 90%
•	Water budgeting mode: from 10% to 200%
•	 Freeze program function (OFF)
•	Sensor connection, programmable per station 
•	 Master valve/pump port can be enabled or disabled on 

each station (only for 24 VAC version)

TECHNICAL FEATURES
24 VAC model

•	Wide backlit LCD display
•	Sensor connection
•	Master valve/pump port 
•	Indoor model:

- external transformer
- power output: 24 Volt AC, 0.8 AMP

•	Outdoor model:
- internal transformer
- power output: 24 Volt AC, 1.0 AMP

•	Electrical power supply: 220 VAC 50Hz
•	2 x 1.5 Volt AA alkaline batteries for display viewing and 

permanent memory (for saving programs)

9 VDC model
•	Wide backlit LCD display
•	 Sensor connection
•	4 x 1.5 Volt AA alkaline batteries
•	 Electrical output: 9 Volt DC for latching solenoids




